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NETWORK-BASED METHOD AND SYSTEM FOR TRANSMITnNG DIGITAL 
DATA TO A CLIENT COMPUTER AND CHARGING ONLY FOR DATA THAT IS 
USED BY THE CLIENT COMPUTER USER 

FIELD OF THE IbJVENTION 

The present invention relates generally to computer networks, and more 
specifically, to a system for distributing and receiving payment for distributed digital 
data. 

BACKGROUND OF THE INVENTION 

With flie advent of the Intemet and electronic commerce ("e-conomerce) business 
models, many digital-based data products, such as computer software, games, CD-ROM 
(Compact Disk — Read Only Memory) based music, movies, and other digital content can 
be distributed over computer networks. Because of the high capacity storage capabilities 
of present digital media, such as CD-ROMS, many manufacturers may provide entire 
catalogs of products on single disks, rather than produce and stock difFarent disks that 
include different product offerings. This allows producers to minimize different product 
offerings. Unfortunately, t±ds system makes it diflBcult to charge customers based on 
particular products that die customers order and desire to use. Since customers are 
generally unwilling to pay for more than they actually order, systems must be 
implemented to bill customers for what die customers actually order and use, rather tiian 
what is sent to the customer. 

hi addition, because of the many choices available to customers from content 
providers, downloadable sainples are becoming increasingly popular as a means of 
introducing a product to customers or enticing customers to purchase the product Such 
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samples are also useful to advertisers or producers of auxiliary content, who wish to 
sponsor or otherwise be affiliated with the primary content provider. The cost and 
inventory requirements to provide actual samples of program and entertainment content, 
however can be quite high. The samples must be programmed or burned onto separate 
5 media, and then distributed to the customers through the appropriate sales or distribution 
channels. Because of cost and inventory overhead requirements, many content providers 
are xmwilling or reluctant to provide such samples, thus depriving customCTS and retailers 
of useful sales tools. What is needed, therefore, is a system that allows content providers 
to provide both primary content as well as sample content on the same medium and 
10 charge customers based only on usage of the primary content 
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SUMMARY AND OBJECTS OF THE INVENTION 

It is an object of embodiments of the present invention to provide a digital media 
distribution system that allows primary content providers to distribute media containing 
several different products and to charge customers for product that is actually used rather 
5 than the product that is distributed. 

It is a further object of embodiments of the present invention to provide a system 
that allows content providers to provide both primary content as weU as sample content 
on the same medium and charge customers based only on usage of the primary content 
it is yet a further object of embodiments of the present invention to provide a 
10 system that allows secure transmission of primary content data and prevents customer use 
of product that is not purchased. 

A flexible product distribution and payment system for computer network based 
electronic commerce is disclosed. Primary content data is made available to customers 
througji a detachable local storage medium, sxich as a DVD or CD-ROM disc, or over a 
15 network connection. The primary content is capable of being accessed and played back 
Hirough a computer or game console at the customer site. The primary content 
distribution may comprise a superset of content that is intended to be used by the 
customer. The customer is allowed to view and access the encoded primary content, and 
is charged only for the primary content that is used. Content that is encoded on the 
20 mediimi but that is not used by the customer remains on the medium but is not charged. 
A content database and customer database maintained at the primary customer site 
maintain records of products ordered and used by the customer, as well as identification 
and use patterns associated with the user. Au&entication and use trigger data associated 



3 



wo 02/13099 PCT/USOl/24488 

with the distributed content alert the primary content server computer when customer use 
has occurred and when a charge to the customer is appropriate. 

Other objects, features, and advantages of the presrat invention will be apparent 
from the accompanying drawings and from the detailed description that follows below- 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by way of example and not limitation in the 
figures of the accompanying drawings, in which like references indicate siniilar elements, 
and in which: 

Figure 1 illustrates a block diagram of a computer network system that 
implements embodiments of the present invention; 

Figure 2 is a flowchart that illustrates sequential functions performed by the 
primary content server during communication with a networked game console, according 
to one embodiment of the present invention; 

Figure 3 is a flowchart that illustrates sequential functions performed by the 
networked game console during communication with the primary content server, 
according to one embodiment of the present invention; 

Figure 4 is a diagram that illustrates the data contents contained on a detachable 
storage mediimoi inserted in the game console; 

Figure 5 is a flowchart that illustrates the steps of distributing and charging for 
downloaded digital data, according to one embodiment of the present invention; and 

Figure 6 is a block diagram of an electronic commerce business model that may 
be implemented in accordance with embodiments of the present invention. 
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DKTAILED DESCRIPTION OF THE PREFERRED ElVTRODIMENT 

A use based compensation system for dowtiloaded content over a computer 
network is described. In the following description, for purposes of explanation, 
numerous specific details are set forth in order to provide a thorough understanding of the 
5 present invention. It will be evident, however, to one of ordinary skill in the art, that the 
present invention may be practiced without these specific details. In other instances, 
well-known structures and devices are shown in block diagram fomi to facilitate 
explanation. The description of preferred embodiments is not intended to limit the scope 
of the claims appended hereto. 

10 Aspects of the present invention may be implemented on one or more computers 

executing software instructions. According to one embodiment of the present invention, 
server and client computer systems transmit and receive data over a computer network or 
standard telephone line. The steps of accessing, downloading, and manipulating the data, 
as well as oflier aspects of the present invention are implemented by central processing 

15 units (CPU) in the server and client computers executing sequences of instractions stored 
in a memory. The memoiy may be a random access memoiy (RAM), read-only memory 
(ROM), a persistent store, such as a mass storage device, or any combination of these 
devices. Execution of the sequences of instructions causes the CPU to perform steps 
according to embodiments of the present invention. 

20 The instructions may be loaded into the memory of the server or client computers 

from a storage device or from one or more other computer systems over a network 
connection. For example, a client computer may transmit a sequence of instructions to 
file SCTver computer in response to a message transndtted to the client over a network by 
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the server. As the server receives the instructions over the network connection, it stores 
the instructions in memory. The server may store the instractions for later execution, or 
it may execute the instructions as they arrive over the network connection. In some 
cases, the downloaded instructions may be directly supported by the CPU. In other cases, 

5 the instructions may not be directly executable by the CPU, and may instead be executed 
by an interpreter that interprets die instructions. In other embodiments, hardwired 
circuitry may be used in place o^ or in combination with, software instructions to 
implement the present invention. Thus, the present invention is not limited to any 
specific combination of hardware circuitry and software, nor to any particular source for 

10 the instructions executed by the server or chent computers. 

Figure 1 is a block diagram of a computer network system that can be used to 
implement a usage based software charging systrai, according to one embodiment of Ihe 
present invention. The system 100 of Figure 1 enables the transmission and display of 
primary media content, along with optional display of auxiUary media content The term 

15 "primary media contenf ' in the context of the specification and claims shall be 

understood to refer to a collection of downloadable contents which may consist of any 
one of video linear streaming data, such as motion picture data in MPEG or MPEG2 
format; linear audio streaming data, such as music data ra MP3 format; binary program 
data; or any combination of such data or similar data. In general, primary media content 

20 does not include services or data that are used solely to provide access to a network, such 
as browser software or protocol handlers whose main fimction is only to estabUsh a 
network connection. 
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As shown in Figure 1, system 100 includes a server side system 110 comprising a 
download service management server 102, a customer database 104, and a contents 
database 106, which are interconnected by a local area network (LrAN) 101. The primary 
media content is stored in a contents database 106, which makes up part of the server side 
system. The customer database 104 stores a collection of data about individual customers 
who access the download service through a bi-directional network 108. The data for each 
individual customer may consist of the customer's name, horne address, age, gender, 
occupation, income, hobbies, purchasing history, preferences, and other descriptive 
information that might be useful to vendors or advertisers who are using the system- 
Such data may not be static, but instead may be updateable based on a user's access 
history of the primary content data. For example, the data may be updated to reflect 
which primary contents are accessed and/or how many times a given category (e.g., type 
of music, genre of movies, and so on) of primary contents are accessed. This enables 
content providers and advertisers to tailor their messages and content more effectively to 
a given customer. 

The download service management server 102 is a server system that is 
configured to handle download requests from a user. Access to the server 1 02, which 
may comprise one of several servers, is facilitated typically through a router on the LAN 
101, which directs requests to tiie download managemrat server 102. When the server 
102 receives requests firom a user, the server executes a download of requested primary 
media content firom the contents database 106. Along with processing requests for 
downloadiug of primary media content, the server 102 may also retrieve the requesting 
user's customer data firom the customer database 104 and attach it to the requested 
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primary contents. This data is then transmitted via the network 108 by means of a known 
networking protocol standard, such as the file transfer protocol (ftp). 

The network 108 is normally a bi-directional digital communications network that 
coimects the user's terminal hardware with the download service management server 10 
5 provided on the server side of the system. With current technologies, a CATV (cable 
television) bi-directional network, ISDN (Integrated Services Digital Network), DSL 
(Digital Subscriber Line), or xDSL high-speed networks are examples of existing 
network inj&astructures enabling the necessary network connections for implementing 
embodiments of the present invention. 

10 The client side 120 of the system configuration shown in Figure 1 comprises a 

modem or network adapter 1 12, a networked game console 1 14, which utilizes a 
detachable storage mediimi 122 tiherein, and a TV monitor or any other suitable display 
device 118 coimected to the game console 1 14. The modem or network adapter 1 12 is a 
device that is used to coimect tiie client's terminal hardware, in this case the game 

15 console 1 14, for connection to the network 108. For example, if network 108 is a CATV 
network, modem 1 12 may be implemented as a cable modem device; and if network 108 
is an ISDN network, modem 1 12 may be implemented as a terminal adapter. 

In one embodiment of llie present invention, the detachable storage media 122 
stores a collection of interactive or non-interactive auxiliary cont^t, such as coixq>uter 

20 games, movies, music clips, or advertisements which can be made up of video images, 

animations, sounds, applets, and so on. In one embodiment, the detachable storage media 
122 comprises a CD-ROM or DVD disc. For the embodiment illustrated in Figure 1, the 
detachable storage media 122 is a packaged storage media that stores software programs 
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that are used by the client system 120 to access the server system 110 over network 108. 
The packaged storage media also includes a download management software program 
that controls the downloading of primary content data from the contents database 106 to 
the networked game console 114. The client system 120 also includes a re-writeable 
storage media 116 coupled to die networked game console 1 14. During normal 
operation, the networked game console 114 transfers data from the packaged storage 
media 122 onto the re-writeable storage media for temporary or medium term storage and 
execution. The re-writeable storage media 116 can also be used to store data or programs 
downloaded by the client system 120 over network 108. The re-writeable storage media 
116 may be implemented as a hard disk drive (HDD), flash memory device, or other 
suitable non-volatile memory device ttiat attaches to the game console 114 through a port 
connection. 

The networked game console 1 14 is a network connectable playback device of 
interactive digital contents. Such a game console 114 normally utilizes the packaged 
storage media 122 as a contents distribution media in a non-networked environment. In 
other words, under ordinary use, the game console 1 14 is capable of playing back media 
contained on the packaged storage media 122, which is normally an interactive video 
program (such as a game) even if the game console 1 14 is not connected to flie network 
108. In an alternative embodiment of the present invention, the packaged storage media 
122 is used in a networked environment and operates in conjunction with downloaded 
primary content retrieved through a network coxmection, in order to provide linked or 
associated user-customized auxiliary content. Such aaxiliary content could be provided 
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by the primary content provider server system 1 10, or by a separate server maintained by 
an auxiliary content provider or other primary content provider (not shown). 

The network game console 114 executes network access software which is loaded 
from the packaged storage media 122 or other internal storage medium, or which may be 
downloaded from the network, into an internal memory space. As stated above, the 
network access software allows the network game console to communicate with flie 
download service management server 102. The packaged storage media 122 also 
contains download management software. This software allows the networked game 
console 1 14 to perform various tasks. These include: scheduling downloading of 
contents &om the contents database 106 of server system 110 and writing the 
downloaded contents into the re-writeable storage media 116; recording the usage history 
when the downloaded contents is used or otherwise accessed by the user so that the user 
can be charged a fee based on the usage of the contents; communicating such usage to the 
customer database 104 so that customer usage history and billing information can be 
updated; and expiring undesired or impopular contents that are not used by the user after 
a certain period of time or that is explicitly requested to be removed by the user. 

In one embodiment of the present invention, the software required to access the 
network from the user site and download the primary content is provided on the packaged 
storage media 122. The primary content is then provided over the network 108 from the 
server system 110 upon request by the client system 120. Altematively, the network 
access software can also be provided over the network 108 for storage in die re-writeable 
storage media 1 1 6. In yet a further alternative embodiment, both the network access 
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software and primary content can be provided to the user on one or more packaged 
storage media 122. 

The primary content provider can supply customized versions of the download 
management software that contain various types of content and network access programs. 
For example, the content may comprise digital content such as computer games, music 
clips, ftdl-length audio and video programs, movies, still picture data, and other similar 
types of content. The content might further comprise pronK>tional or advertising data 
associated with the primary content, such as movie previews, demo games, sample data, 
and other similar types of content that facilitate the user's selection of the distributed 
product 

Figure 2 is a flowchart that illustrates sequential ftmctions performed by the 
download service management server 102 during communication with a networked game 
console 114, according to one embodiment of the present invention. In addition. Figure 3 
is a flowchart that illustrates sequential ftmctions performed by the networked game 
console 114 during commimication with the download service management server, 
according to one embodiment of the present invention. In general, the process steps 
shown in Figures 2 and 3 occur in a mutually exchanged fashion, therefore, these steps 
will be described together. 

In step 201 on the server side, the download service manager 102 receives a 
request to establish a commxmication link from the network game console 1 14. 
Similarly, in step 301 on the client or networked game console side, a request is sent to 
establish communication with the download service management server 102. In one 
embodiment, a network socket connection according to known standards (e.g. TCP/IP) 
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for bi-directional transmission of data packets is used to establish data communication 
between the management server 102 and the networked game console 1 14. 

In step 311, after the communication link has been established, a unique media ID 
indicating the packaged storage media 122 installed in the game console 1 14 is sent to the 
download service managCTient server 102. In the event of a first time user, the media ID 
is associated with the user and is thereafter used as a user identifier. In step 21 1 on the 
server side, the management server 1 02 receives the media ID. After receiving the 
unique media ID, in step 221 on the server side, the management server 102 retrieves, via 
LAN 101 , user information associated with the media ID. In the case of a new user, such 
information may not exist in the customer database 104, so that the user may be prompted 
to supply basic information for establishing initisd user information for the customer . 
database 104. 

At this point, in step 321 on the game console side, a request is sent to the 
download service managemmt server 102 to retrieve downloadable primary content firom 
the. contents database 106. When the server receives the user's request for downloadable 
content in step 23 1 , the download management server 1 02, via LAN 110, finds and 
extracts tiie requested content from the contents database 106 in st&p 241. Next, in step 
251, the user information retrieved in step 221 is attached to the requested primary 
content extracted in step 241, and the user information together with the requested 
primary content are transmitted to the networked game console 1 14 in step 261 . 

On the client side, in step 331 the game console 1 14 receives tiie requested 
primary content along with the attached user information. In step 351, a record is stored 
m an internal memory (not shown) of the game console 1 14 of all the primary content 



13 



wo 02/13099 PCT/USOl/24488 

items which have actually been used or viewed by the customer. Such a record may 
comprise an identifier of the primary content items that were viewed, and the duration for 
which an auxiliary content item was viewed if it was not played in its entirety. Such use 
or viewing constitutes a revenue bearing use that can be charged for by the content 
provider through the download management server 102. 

In step 361, the game console 1 14 sends the record established in step 351 to the 
download management server 102, which in turn receives the playback record in step 
27 1 . The transmittal of this record may be sent in any of various ways, for example as a 
comprehensive record at the end of user activity which is uploaded to the server during a 
sign-off procedure, or inteimittratly as each primary content item is viewed. As 
discussed above, the playback record, which is stored in the customer database 104 in 
stqp 281, provides valuable feedback information to auxiliary content providers, such as 
advertisers, as to whether the auxiliary content was effective for a given target audience, 
and may also be used as a basis for assessing fees to the auxiliary content providers. 

The primary service provider then generates and distributes an appropriate invoice 
or other payment processing means to the user based on the user's access of the primary 
content data, step 291. 

In one embodiment of the present invention, a superset of primary data is 
distributed to the user either by means of network download of packets of data or dirough 
the distribution of detachable media, such as packaged storage media 122. The user has 
the option of accessing and using all of the data contained in the primary content or 
accessing only a subset of the primary content data. In either event, the user is charged 
only for the portion of data that is accessed and used. In one embodiment, the revenue 
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bearing access by the usct is detected by the download service management server 102 by 
means of trigger data that is encoded in the primary content data itself. More 
specifically, a specific portion of the primary content data referred to as '"billing trigger 
data" is contained as a header with each piece of primary content If this portion of the 
5 data is accessed or otherwise used by the user, the trigger data is transmitted to the 

download service management server 102 over network 108 to indicate the presence of a 
revenue bearing event with respect to that portion of the data. The trigger data portion of 
the code might be used to record the primary cont^t items actually loaded and played on 
the networked game console 1 14, along with the times and duration during which the 

10 primary content was played, or any other information obtained during playback of the 
primary content This information may be stored in a data storage area of the game 
console 1 14, and uploaded to the server 102 at any suitable time, such as after a given 
piece of primary content has been played, or during a sign-off process of the game 
console 1 14 firom the network connection. 

15 The viewed contents record, particularly the times and duration for which a given 

piece of auxiliary content was viewed, are used as a basis for assessing a fee to the user 
of the networked game console 114. Furthermore, the viewed contents record also 
enables customer information stored in the customer database 104 to be updated to 
include new information gained during viewing or interaction between the customer and 

20 tiie primary content For example, in the case of an interactive piece of primary content, 
various questions may be asked of the user, or other ns&r behavior monitored, which can 
then form part of the viewed contents record and be used for updating information on the 
customer in tiie customer database 104. In the case of non-interactive contract. 
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information regarding which programs or content was viewed can be used to update 
customer inforaiation. 

Figure 4 is a diagram of primary data contents 400 that is downloaded to the 
networked game console 1 14. The primary data stream 400 includes the primary content 
portion 403 that is to be viewed by the user of Ihe game console. The primary content 
403 is made up of one or more content items 415, each of which is appended to a set of 
billing trigger data 419. 

The data stream 400 further includes a unique media identification section 407, 
which serves to identify the packaged storage media (such as an alphanumeric CD- 
ROM/DVD serial numbw), and which also establishes a user identifier for tiie user who 
utilizes the packaged storage media 122 in the game console 1 14. Also included is an 
authentication or autiiorization code section 409, which is used for authenticating access 
to tiie download service manager 102. It is conceivable that the media ID section 407 
and the authentication code section 409 could be the same, althou^ preferably tiie 
fimctions of server access and media/customer identification are facilitated by separate 
codes. Alternatively, flie media ID section 407 may comprise a software program that 
generates a unique user identifier in association with a prompt for a user input of initial 
user data, such as the name and address of the user. It should be noted that once the 
media ID 407 becomes associated with user information, the media ID 407 serves as a 
user identifier, so these terms may be used interchangeably hereinafter. 

The media ID 407 and auiflientication code 409 also serve jointly as an enabling 
key through which access to given primary content is authorized by the content server 
102. More specifically, when the media ID 407 is uploaded to the server 102, on the 
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basis of the media ED 407, the server 102 can determine which primary contents, from 
among multiple contents in the contents database 106, are authorized for access to the 
user on the basis of the user identifier. Should such a media identifier not be present, or 
be deemed to be incorrect or outdated, access to the content server 102 is suspended. 
Thus, the correct packaged storage media 122 must be present in the game console, and a 
correct and non-outdated media identifier must be detemiined, in order for access to the 
server 102 to be authorized. Another possibility is that the authorization code 409 
provides access to a given server dedicated for downloading of a specified primary 
content from among multiple contents in the contents database 30. Such a mechanism 
can be used for example, as a filter for certain user types (e.g., children) with regard to 
the content that is available in contents database 106. 

The content data stream 400 additionally contains a net access indicator 411 that 
the packaged storage media 122 is intended for interaction with the server 102 in a 
networked envirorument The net access indicator 411 may itself comprise network 
access software which enables the necessary network coimection, or it may simply 
comprise a flag indicating that network software residing in the game console 1 14 
includes a small program for establishing a minimal network connection to enable more 
versatile network software to be downloaded from the server and executed in the game 
console 114. 

The billing trigger data 419 is used to store or provide various parametCTS that 
control the use of the appended primary data content 415, and can be used to report usage 
to the download service management server 102. In one embodiment, the primary 
content 415 may be data that expires after a obtain period of time that the data is not used 
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or accessed For tbis embodiment, the trigger data 419 comprises a coxmt value that is 
stored in the re-writeable storage media 1 1 6. As time elapses, the trigger data coimt is 
increased until a pre-defined maximum count is reached. If the associated content data 
415 is accessed, the count is stopped. If the maximum count is reached, the associated 
primary content expires. This is typically accomplished by causing the game console 114 
to erase the portion of the re-writeable storage media 116 that stores the content, or 
marking this area as available for re-writing. Besides a time count, various other non-use 
or abuse parameters can be programmed into the trigger data. For example, if the content 
415 is accessed too many times or is attempted to be accessed by an unauthorized user, as 
determined by the media ID 407 and/or audientication code 409, tihe content data can be 
caused to be erased 

Figure 5 is a flowchart illustrating the process steps undertaken in the networked 
game console 114 prior to and during a network coimection with the primary content 
servCT 102, according to one embodiment of the present invention. 

In st^ 502 when the game console is turned on, a standard boot sequence is 
initiated through an internal BIOS for enabling essential communications between 
peripheral devices and the like, whereby tiie system is initialized for operation by the 
user. 

For a networked based access to the content provider server and download 
management server (which may be the same or different servers), a bi-directional 
network cormection is established in step 504. In this case, an authorization code on the 
packaged storage media may used to enable the network connection. 
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In step 506, the primary content requested by the customer is downloaded into the 
networked game console 114 from the content provider server. As was described in 
relation to Figures 2 and 3, the desired primary content may have attached thereto certain 
user information that is associated with the user ID from the customer database 104. As 
5 for determining which primary content is authorized and henc& downloadable to a given 
user, the user may be presented with a menu option which displays only those primary 
content items, from among all items contained in the contents database 106, that are 
aufborized to the user for downloading and viewing, thereby facilitating selection by the 
user. 

10 In one embodiment, download of primary content data may be scheduled to occur 

ait a particular time, or at regular pre-determined intervals of time, such as for 
subscription products (e.g., on-line magazines), or updateable products. 

In step 508, usage of the primary content by flie user is recorded and stored in the 
customer database 1 04. This records the content tbat is actually used or accessed by the 

15 user and can be indicated to the server by means of the trigger data illustrated in Figure 4 
or through other similar indication means. Such means may include a data message that 
is automatically transmitted to the content provider as soon as a section of primary 
content in the downloaded data stream is accessed. 

Certain primary data transmitted to the user may be time sensitive data that is 

20 programmed to expire after a certain period of time or after a certain number of uses. 

These could include, for example rental programs or movies, or the like. In step 510, the 
system check to see whether any time sensitive data has expired. For such time sensitive 



19 



wo 02/13099 PCT/USOl/24488 

data, the unused or unaccessed primary data is expired, step 510. The process then ends 
when the content provider charges the user for the used primary data, step 512. 

Figure 6 is a block diagram illustrating an exemplary business model that can be 
implemented according to the embodiments of tiie present invention. The basic business 
model presumes that the downloadable primary content 604 from ttie contents database of 
the content provider 602 comprises a popular interactive game, movie, music or any other 
digital content that may be purchased by user 606. 

Upon request by the user 606, downloadable primary content 604 is transmitted 
over a network from the content provider 602 to the user 606. The content 604 may 
comprise a large amount of software or content products, such as a collection of games, 
songs, movies, or any combination thereof, or similar items. The user need not have 
specified in advance exactly which itrais were desired, but instead specified a pre- 
existing collection of product available from the user. Depending upon use, a record is 
created in a customs database stored at a download manager server site. Based on the 
use record which is created for the user, the content provider 602 can collect a payment 
608 from the user 606 based on the downloaded product that is actually used or viewed. 

In an alternative embodiment, the contrat 604 is a software product or digital 
product that is available to user 606 on a rental basis. The content 604 in this case is 
charged for by the content provider 602 based on the rental use by the user 606. After the 
specified rental period has elapsed, the program or content automatically expires. This 
eliminates the need for flie user to return the media to the content provider, or ottierwise 
prove to the content provider that the product has been discarded or rendered unusable if 
it is stored in a user storage device 612! 
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In one embodimmt, the content may be provided to the user by an auxiliary 
content provider 610. The auxiliary content provider may provide revenue-bearing 
content to be paid for by the customer, or it may provide auxiliary content that is to be 
associated with the primary content 604 provided by the content provider 602. Such 
auxiliary contents are typically advertisements from various auxiliary content providers 
100, which may be commercial companies or the like. The auxiliary providers may be 
partners or afBliates of the content provider that provide certain services for the content 
providers, for example demographic data collection. In this case, the auxiliary content 
may be content such as user surveys and such, some of which may e^ire after a certain 
period of time, so as not to ov^ly impact upon the user. 

In an alternative embodiment of the present invention, the flexible product 
distribution scheme can be used by parties that reward customers for use, rather than 
charge a fee. For example, if the user elects to view or access a message or program, 
such as an advertisement or program lliat is to be tested, the user can be compensated 
either by money or other creditable units such as product vouchers, coupons, airline 
miles, and similar items. 

In the foregoing, a system has been described downloading primary content from 
a content provider to a user and charging the user only for the portions of the primary 
content that were used. Although the present invention has been described with reference 
to specific exemplary embodiments, it will be evident that various modifications and 
changes may be made to these embodiments witiiout departing from the broader spirit 
and scope of the invention as set forth in the claims. Accordingly, the specification and 
drawings are to be regarded in an illustrative rather than a restrictive sense. 
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1 . A system for providing access to primary media content in digital form, 
5 comprising: 

a server network comprising a download management server, a customer database 
storing user information, and a primary content database storing primary media content; 

a client console connectable for establishing a conmiunications Hnk- through a bi- 
directional communications network to said download management server; 
10 a detachable storage media installable in said client console; said detachable 

storage media having a data structure thereon comprising at least one of a user identifier 
and a media idmtijSer, wherein 

tiie server network is configured to transmit to the client console a plurality of 
media content items upon request by a user of die client console, and wherein a contmt 
15 provider providing data through the primary content database charges the user only for 
items used by the user. 

2. The system according to claim 1, wherein a user identifier is uploaded to said 
download management server to enable access to specified content in said primary media 

20 content database, and said user information is downloaded into said client console to 
trigger execution of specified revenue bearing events, wherein said user identifier 
comprises an alphanumeric media ID identifying s£iid detachable storage media. 
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3. The system according to claim 2, wherein said specified content comprises a 
portion of an overall set of primary contents stored in said contents database, and wherein 
said media ID serves to limit access to said specified content only. 

4. The system according to claim 1, wherein said data structure comprises an 
authentication code for authenticating access to the download management server. 

5. The system according to claim 4, wherein said specified content comprises a 
portion of an overall set of primary contents stored in said contents database, and wherein 
said authentication code autiienticates access to the download management server which 
is responsible for providiag access to said specified content. 

6. The system according to claim 1, wherein the media items comprise a plurality of 
trigger data items logically associated, respectively, with each of said primary media 
contmt itans, and wherein ttie trigger data items are used to compile and store a usage 
history of the primary content items in the customer database. 

7. The system according to claim 6, wherein said data structure further conq>rises a 
data indicator indicating that said detachable storage media is operable ttirough 
connection to said bi-directional communications network, and further wherein said d ^ta 
mdicator comprises one of a program for providing network access and a code which 
causes execution of a program stored in said media console for providing network access. 
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8. The system according to claim 1, wherein said client console further comprises a 
local fixed storage device disposed internally or extemally of said client console, wherein 
said requested primary media content is downloaded only said fixed storage device. 

5 9. A method for delivery of primary media content in digital form through a bi- 
directional communications network, together with auxiliary media content stored on a 
detachable storage media, comprising the steps of: 

establishing a communications link between a client console and a download 
management server through said bi-directional communications network, said client 
10 console having said detachable storage media detachably installed therein; 

transmitting user identifier data contained on said local storage media and a 
request for primary media content to said download managemrat server, in ord^ to 
retrieve said primary media content fix)m a contents database; 

downloading into said client console firom said download management server said 
•15 primary media content; 

recording usage of primary media content by the user; 

charging the user for the primary media based on portions of flie primary media 
actually used. 

20 10. The method according to claim 9, wherein said user identifier data comprises an 
alphanumeric media ID identifying said detachable storage media and said local storage 
media fiirther contains an authentication code which enables access to said download 
management server, fiirther comprising the stsp of receiving said media ID and said 
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authentication code in said download management server, wherein one of said 
authentication code and said media ID serves to hmit access to specified content only 
from among said primary media content 

1 1 . The method according to claim 9, the media content comprises one or more data 
content items associated widi a respective payment trigger item, said payment trigger 
item operable to compile and store usage information of the media content in a customer 
database. 

12. The method according to claim 9, wherein said step of downloading into said 
client console from said download management server comprises storing said primary 
media content on a local jBxed storage device disposed internally or extemally of said 
client console. 

13. A method of operating a client console having a detachable storage media 
installable therein while connecting with a download management server through a bi- 
directional commimications network, comprising the steps of: 

downloading primary content data from a content server to a client computer upon 
request by a user; 

scheduling downloading of the contents from a contents database of content 

server 

writing die downloaded contents into a re-writeable storage media coxjpled to the 
client coniputCT 
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recording a usage history of the downloaded primary content data when tiie 
downloaded contents is used or otherwise accessed by the user; and 
charging a fee based on the usage of the contents. 

14. The method according to claim 13, further conq)rising the step of communicating 
usage of the primary contents to a customer database maintained by the content provider. 

15. The method according to claim 14, wherein Hxe downloaded primary content 
comprises time sensitive content data, and further comprising the step of deleting expired 
contents that are not used by the user upon the occurrence of a pre-detennined event 

16. The method according to claim 1 5 wherein flie pre-determined event comprises 
the lapse of a specijBed period of time. 



26 



wo 02/13099 



PCT/USO 1/24488 



1/6 




PACKAGED NTSC OR PAL) 

STORAGE 
MEDIA 



wo 02/13099 



PCT/USOl/24488 



2/6 




ESTABUSH COMMUNICATION h" 
WITH NETWORKED GAME CONSOLE 



r 



RECEIVE USER INFO 21 1 

FROM CUSTOMER DATABASE 



RETRIEVE USER INFO K ^21 
FROM CUSTOMER DATABASE 



T 



r 



RECEIVE USER REQUEST FOR K 231 
DOWNLOADABLE PRIMARY CONTENT 



T 



FIND REQUESTED CONTENT K 2*1 
FROM CONTENTS DATABASE 



ATTACH RETRIEVED USER INFO WITH 
REQUESTED CONTENT FOR DOWNLOAD 



I 



251 



SEND USER INFO AND REQUESTED K 2^1 
CONTENT TO GAME CONSOLE 



r 



RECEIVE RECORD OF PLAYED PRIMARY K 271 
CONTENT FROM GAME CONSOLE 



I ^ 



STORE RECEIVED RECORDS 281 
TO CUSTOMER DATABASE 



CHARGE USER FOR H 291 
VIEWED PRIMARY CONTENT 



r 



END 



PCT/USOl/24488 



3/6 



(^START^ - 

ESTABUSH COMMUNICATION WITH 
DOWNLOAD MANAGEMENT SERVER 



301 



SEND USER ID TO DOWNLOAD 
MANAGEMENT SERVER 



311 



SEND USER'S REQUEST FOR 
DOWNLOADABLE PRIMARY CONTENT 



RECEIVE REQUESTED CONTENT 
WITH ATTACHED USER INFORMATION 



321 



331 



RECORD HISTORY OF PLAYED 
BACK PRIMARY CONTENT 



J 



351 



SEND RECORD OF PLAYED PRIMARY CONTENT 
TO DOWNLOAD SERVICE MANAGER 



r 



361 



FI0.3 



wo 02/13099 



4/6 



PCT/USOl/24488 



r 



400 



403 



1. 



407v 



409v 



.411 





CONTENT 




MEDIA 




AUTHORIZATION 




i— f 
NET 










ID 




CODE 




ACCESS 





BILLING 
TRIGGER DATA 



419-^ 



CONTENT 



415^ 



PCT/USOl/24488 

5/6 



( START ^ 

BOOT SEQUENCE 
INmAUZATION 



T 



502 



ESTABUSH 
CONNECTION 



T 



504 



DOWNLOAD 
PRIMARY CONTENT 



I 



506 



RECORD USAGE HISTORY 
AND BILLING INFORMATION 



508 




YES 



1 



514 



EXPIRE 
UNUSED DATA 



512- 



CHARGE CUSTOMER 
FOR USE 



END ^ 



wo 02/13099 



6/6 



PCT/USOl/24488 



^600 



604 



1. 



DOWNLOADABLE 
PRIMARY 
CONTENT 



602 



Jl 

CONTENT 
PROVIDER 



f 



L 



608 



PAYMENT 



610 



AUXILARY 
CONTENT 
PROVIDER 



USER 




INTERNATIONAL SEARCH REPORT 



International application No. 
PCT/USOl/24488 



A. CLASSIFICATION OF SUBJECT MATTER 
IPC(7) G06F 17/60 

US CL 705/52,59 
Acc5or(fing to Inteniational Patent Classification (IPO or to both national clas sification and IPC 

B. FIELDS SEARCHm) 



Minimum documentation searched (classificacion system foUowed by classification symbols) 
U.S. : 705/52.59 



Docomentation searched other than ntinimuTn docimiKitation to the extent that such documents are included in the fields searched 



Electronic data base consulted during the international search (name of data base and, where practicable, search terms used) 
Please See Continuation Sheet 



DOCUMENTS CONSmERED TO BE RELEVANT 



Category * 



Citation of document, with indication, where appropriate, of the relevant passages 



Relevant to claim No. 



X 
A 



US 5.809,145 A (SLIK et. al) 15 September 1998 (15.09.1998). entire document 
US 5,907.617 A (RONNINQ 25 May 1999 (25.05.1999), entire document 



1-16 
1-16 



I I Further docuinaits are listed in the CQntinuation of Box C. See pat^ family annex. 



• special categories of cited d< H Hi ii i eiil H: 

-A" A M- mn fii t rff^fining fhc gcDCTal staic of thc ail which is not coosidered to be 
of paitfadBT relevance 

*E* earlier application or patent publisbcd on or after the inteniational filing date 

"L" < l iKJuii r»T wWch may flirow donbs on pnoriiy claim(a) or which Is cited to 
establish thc publicazioa date of anodier citation or other special reason (as 

■Q* docmneni lefcxring lo an oral disclosure, use, eidtOntioa or other noeaos 

•p" i ll M l I ll |nrt>tiyhgd prior to the imcniatiooa] filing date but later Chan the 

priori^ rTwiii't^ff 



-X- 



laier docmnsat pdriished after die inteznatiaoal filing date or priority 
date and not in conflict with the application bm, cited to mxdctstand the 
principle or dieoiy tmdeitying the invcntiaa 

docameoi of particolar relevance; the claimed invention cannoi be 
considered novel or cannot be considered to involve an inventive step 
i(he docnment is taken aloBB 



doctmtcDi of particutar relevance; the claimed invention cannot be 
considexed to involve an inventive step when the dn ra imiait is 
eondted with one or more other sish docnmenis, such co nA i nai ion 
befaig obvious to a pexson skilled in die an 



Date of the actual conq>ietion of the international search 
27 September 2001 (27.09.2001) 


Date of mailing of the international search report 
An5i^iized6ffibef-Q01 , 


Name and mailing address of the ISA/US 

r'4ii»inU»;rmer nf pAtenia and Trademailcs 
Box PCX 

Wadmigian, D.C. 20231 
Facsimile No. (703)305-3230 


James PTrammeU V>Lcgp:g^-^ 
Telephone No. 703.3C6.3900 



Form PCT/ISA/210 (second sheet) (July 1998) 



INTERNATIONAL SEARCH REPORT 



latemationai application No. 
PCT/US01/'24488 



Condnuadon of B. FIELDS SEARCHED Item 3: 

EAST-seaxcli tenns: daca« item, anthenticatioa, payment, charges, renumeratioa, distribution, pay-for-view.piograms, distribution. 



Fonn PCT/ISA/210 (second sheet) (July 1998) 



This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 



Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

□ BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 



□ BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 

□ COLOR OR BLACK AND WHITE PHOTOGRAPHS 

□ GRAY SCALE DOCUMENTS 

CJ^IlBVES or marks ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHIBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 

IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



BEST AVAILABLE IMAGES 




ADED TEXT OR DRAWING 



